TECH BULLETIN # 1

MODEL - 924S,944/S/T
SUBJECT - INSTALLING NEW TYPE WATER PUMP
PAGE -1 OF 2

A new coolant pump is installed on all 4 .
cylinder engines since July 1986 beginning THERMOSTAT MODIFIED

with the following engine numbers: The groove for the thermostat retaining ring has been
moved. The clip is now 7mm from the thermostat sealing
surface. A new thermostat, part number 944 106 019 00 and
support washer, part number 900 234 160 00 are required
when replacing the original water pump.

43G61921 - 944  Manual transmission
924S Manual transmission

43G61921 - 944  Automatic transmission
924S Automatic transmission

43H01467 - 944 Manual transmission
924S Manual transmission
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43H60310 - 944 Automatic transmission

924S Automatic transmission

BLOCK-OFF PLATE

42H00140 - 944S A universal fit water pump is supplied for all 2.5 liter 4 cylin-

45H00086 - 944 Turbo der engines. To install on a non turbo vehicle, a block-off
plate is used.

This new version pump has modificationsto

the seals and pump body in the area of the Parts required: 1 x 944 106 313 00 Block-off plate

vent bore (Arrow A). In addition, a guard rail 1x 999 707 283 40 0-ring

(Arrow B) is installed and the toothed belt 2xN 0115247 Washer

roller (Arrow C) is offset to guide the 2xN 0147041 Bolt 6 x 20mm

toothed belt.
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Cooiant Pump Part Numbers Old New
92485, 944, 944S 944 106 021 13 951 106 021 10
944 Turbo 951 106 021 01 951 106 021 10

144 PORSCHE GENUINE PARTS







